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VOTH TRUCK BODIES 519.842.7200

UNIBODY

Unibody Size 9’9” 11’9” 12’9” 13’9”

Recommended CA 60” CA 84” CA 108” CA 120” CA

Headboard Height  66”

Overall Height 78”

Tailgate Height 30” Swing Door

Inside Width of Body 78” + Pruner Compartment

Side, Roof, Barn Door Material Aluminum (5052 & 5083)

Floor Material Aluminum 5083

An industry staple since 2003, Voth’s signature Unibody is the foundation to this all-aluminum chipper body. With a smooth understructure 
and low mounting height, Voth’s Unibody design is created for heavy-duty service. The low mounting height of this Unibody allows for a lower 
center of gravity in comparison to traditional crossmember floor design while maintaining the build integrity, stability on the road and on the 
jobsite. This aluminum dumping chipper body offers an increased payload capacity and fuel efficiency, saving your business time and money 
on the jobsite.

VOTH TRUCK BODIES – UNIBODY 
DESIGN
• 6” Unibody longsills
• 1” Lower Center of Gravity in comparison to 

crossmember designs
• Single latch barn door for quick & efficient 

access to materials.
• Aluminum floor, sides & bard door design 

provides increased payload capacity 
without sacrificing quality.



VOTH TRUCK BODIES 519.842.7200

URBAN FORESTRY BODY

The Urban Forestry Body is your solution to aerial tree 
care and removal. Built exclusively with Dur-A-Lift Inc., 
the Urban Forestry Body combines Voth’s signature 
aluminum Unibody chipper body with a walking platform 
and aerial system. With three size options, the Urban 
Forestry Body supports your crew in any job from urban 
and residential areas to rural tree removal. To select the 
best configuration for your chassis and work purposes, 
contact our sales team for more information.

URBAN FORESTRY CHIPPER BODY

Full Dur-A-Lift specifications can be found on a dur-a-lift.com/products/urban-forestry/

Unibody Chipper Size 7’6” 9’9” 11’9”

Chassis, Class Required Class 5+ Class 6 Class 6

Floor Material 1/4” Aluminum 5083 1/4” Aluminum 5083 1/4” Aluminum 5083

Body Material 3/16” Aluminum 5052 3/16” Aluminum 5052 3/16” Aluminum 5052

Inside Height 54” 54” 54”

Inside Width 96” (incl Pruner) 96” (incl Pruner) 96” (incl Pruner)

Picker Platform Included Yes Yes Yes

Tailgate Style 24” Swing Door 24” Swing Door 24” Swing Door

Compatible Dur-A-Lift System DTAX2-40 or DTAX2-45 DTAX2-40 or DTAX2-45 DPM2-53

Dur-A-Lift Working Height 45’ - 50’ 45’ - 50’ 60’ *

* with optional basket elevator



MANUFACTURING

REMOVABLE CHIPPER HOOD SELECTION

66 Norfolk County Road 13
Courtland, ON  N0J 1E0 Canada

Phone: (519) 842-7200 | Fax: (519) 842-7230
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Voth Truck Bodies serves Canada and the U.S. with steel, aluminum, and hybrid truck bodies. Supporting a variety of industries, 
Voth has built a strong relationship with the landscape and tree care industries with their unibody dump body design and a range 
of chipper body and forestry body designs. A member of Drive Products Manufacturing, Voth Truck Bodies are now manufactured 
in three facilities across Canada. In addition to Voth’s signature line of truck bodies, these facilities also manufacture Kargo King 
Roll-Off Systems, Big Max Roll-Off Systems and more.

Morden Manufacturing Facility: 56,000 sq. ft

Voth - Courtland Manufacturing Facility: 92,000 sq. ft

Windsor Manufacturing Facility: 85,000 sq. ft

CHIPPER HOOD SELECTION
Recommended 
Unibody Size 9’9” 11’9” 12’9” 13’9”

Headboard Height 
Matches 53” / 60”/ 66” 53” / 60”/ 66” 53” / 60”/ 66” 53” / 60”/ 66”

Material 3/16” Aluminum 5052-H32

Number of Roof 
Vents 10 12 12 14

Number of D-Rings 
on Roof 4 4 4 4

Rear Lighting 3-markers, 2-ambers strobes

Tarp System Cabshield must be removed


